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BMI Trailers - Job Spec - 13/09/23 07:13:45
refix 52892F Customer:  MACROOM HAULAGE

96 CuM. (125 Cu Yd).
Trailer is designed for 44 Ton Operation

Chassi

QuoteNo: 52892
BMICNo: SAIWAB125DG176098

Extength: 13600 Kingpin: WheelBase:
ExtWidth: 2550 FifthWheel: MainRail 500
AxleCentres: 1310 AxleSensed: Centres:
GrossTrailer
Weight: 20000
Chassis Colour: 2 pac paint finish on ICI high build primer Blue RAL 5002 K9 4000
InternalWidth: LoadingHeight: ot
BodyCapacity: % 4350 Degienesion 24000
InternalHeight: 3040 2805 ;
TareWeight g700
Body Colour: 2 pac paint finish on ICI high build primer RAL 5002 Blue 3%
CoverColour: MinistryNo: ot req
StrapColour: BeamHei
‘Signwriting Not Included BeamDepth:
ValveNo: AxleTrach
RideHeight:
PinLoad: amgxl .
ABSLamp: ntreAxle:
3 off BPW 9 tonne heavy-duty axles with drum brakes. Centre Axle
BPW HSFLM off-road suspension with air bag gaurds to Airbag:
on rear axle. PushRod

AxleCode:

Cylinder Lever Load  Serial

Axlet:
Axle2:
Axle3:

Suspension Output Brake
Pressure Notes:
Pressure2:
LightArrangeNo: JunctionBox:
FrontMarkers: NoPlateLamp:
RearTriangle: NoPlateHold:
TopFrontMarkers: Side Marker Lights:
TopRearMarkers: WorkLights:

: StrobeLights:
SideTape:

RearTape:
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AXLES AND SUSFENSION

[AXLES & 3 off BPW 9 tonne heavy-duty axes with drum brakes. BPW HSFLM offroad suspension
| SUSPENSIONS _|with air baa aaurds on rear axis
RAISE Raise lower vahve fited
cHassis
[SIDE GUARDS _[EC Approved alloy sidequard rails on steel galvanised hinged supports
WUDWINGS | Thermoplastic 1/4 wings front and rear with ful length side valance flap. Rear mudfap with
b logo.
LANDING LEGS
[LANDING LEGS _|Heavy Duty 2 speed landing legs with rocking feet/flat feet. Handle left-hand side
ELECTRICS
[ELECTRICS |24 volt electrical system to ISO standard. plus designated ABS/EBS socket
BLEEPER Reverse bleeper fitted
WHEELS
TYRES 6 off 385/65 x R22.5 Continental wheel and tyre assemblies
SIDEWALLS
TOP RAIL Fulllength, one piece steel top rail (100x100x4 SHS) fastened to sidewall with fixed rear
header
WEAR PLATES | 3mm wear plate fully welded to 1250mm from floor Ievel on rear 1/2 fength and full ear
sheet
FLOOR
[FLOOR [Keith 9mm Flat surtace Alloy slat Walking Floor system. 2256/2254.
ROOF
ROOF (PVC one piece manually operated rollover cover fixed LHside with front and rear domes
One central domed support crossmember and one at 600mm from therear. 4 straps with
"D dings fitted on
TiE B3RS [Two rolled tie bars one central and one 600mm from the rear frame.
BRAKES
[BRAKES [Wabco EBS braking system with park/shunt valve and Roll stabilty fitted
LiGHTS
LIGHTS Rear lights are Rubbolite type 800 bulb  Side lights are five Rubbolite type 620 - Front and
rear marker lights are Rubbolite 851 LED
WARKER3, Markers ftted in accordance with EEC and C&U regulations. High conspiscuty tape ftted
tear and sid:
TIGHT GUARDS | Rear light clusters are guarded vith Fiduty mesh guards
REARDOOR
[REARDOOR | (125yrd) 50/50 split barm type alloy doors with 5 hinges and heavy duty extemal double
locking bars
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CONTROLS

[CONTROLS [ Manual floor control levers are positioned RH side forward of front axle 10M plug-in
wander lezd is supplied and stored in a weather proof box.
LADDER
[FRONT ACCESS [ Alloy access ladder mounted to platiorm positioned on front bulkhead. Ladder mounted on
LH side
SAFETY
[NIP GUARDS | Guards are ftted to protect operator from nip points at front of trailer
SalesNotes:  domex chassis
ACCESS DOOR OPENS INTO TRAILER FITTED RH SIDE OF FRONT BULKHEAD.
pressure clock fitted to front bulkhead
no inspection window required
Wabco brakes with smart board system fitted in box at rear ofs of trailer
Hi-Vis tape on sides is white.
Cover colour is Blue.
Coupling either side with pressure on passenger side and block 90 fitted.
Additional protection for number plate lights required
‘Shorter landing legs to be supplied
Side lights to be wired in two series 3 & 2., lights to be mounted below body.
Marker lights to be set in with protection
Bulkhead top rails fitted but no bulkhead
PVC cover to be riveted on
Electric on/off controls for floor (no wander lead)
No air operated door lock required
BULL RINGS ON TWO MIDDLE STRAPS ONLY
SIGNWRITING TO BE FITTED _REF SDC/KENNY
NUMBER PATE LIGHTS ARE TOP MOUNTED. C CHANNEL HAS EXTRA FOLDED EDGE
ref JAMES
Trade in trailers are the 170 range 2011 bmi walkers
Price to change #20,000 each
Planned at 1 per every 3- dweeks starting August
Production Notes: Enter Sales Notes here
DrawingNotes:  Enter Drawing Notes here

FleetNos:




